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1. Your manager has asked you to create a company kickoff meeting CD. There are a series of songs he wants to play at the meeting and then distribute to employees on CD, and he has all of these on discs he has collected over the years. You have Windows XP. What would be the best utility to create the CD:

A.Ripping the songs from the CDs with Windows Music Maker

B.Ripping the songs from the CDs with Windows Media Player

C.Ripping the songs from the CDs with Windows Sound Recorder

D.Ripping the songs from the CDs with Windows Movie Maker 

2. For 1 above, your manager also wants to insert a short speech (about 25 to 30 seconds long) in between the songs to remind employees of events that year. What would be the best way to do this?

A.Not possible, you can only add songs you have ripped from CD

B.Download a special recording package

C.Use Windows Sound Recorder and add the file generated to your list of songs for the CD

D.Use Windows Movie Maker to record

3. The default file extension for files generated with Windows Sound Recorder is 

A.MP3

B.WAV

C.MPEG

D.JPEG

4.Which of the following represents microcode (select all that apply): 
A.3DNow! 
B.DMA 
C.CISC 
D.EPIC 

5.Typically, level 1 cache is 
A.Farther away from the processor 
B.In between memory and the processor 
C.On the processor die 
D.On the motherboard 

6.When level 2 cache is on a seperate chip within the processor housing, it is referred to as: 
A.Discrete L2 cache 
B.Single L2 cache 
C.Power Cache 
D.A Line Cache 

7.This Level 2 cache is typically the same speed as the processor. What, most likely, is it? 
A.Executing Cache 
B.Extreme Cache 
C.Advanced Transfer Cache 
D.On package level 2 cache 

8.The instruction set most commonly used by the Intel Itanium processors is: 
A.CISC 
B.RISC 
C.SIMD 
D.EPIC 

9.This type of processor & socket combination has lands and pits 
A.PGA 
B.microPGA 
C.OPGA 
D.LGA 

10.The term Core:Bus ratio describes 
A.Multiplier 
B.Frequency of system bus 
C.Frequency of processor 
D.None of the above 

11.Which of the following type of cache makes it possible for the Pentium to fit on a smaller form factor? 
A.Advanced Transfer Cache 
B.Execution Trace Cache 
C.Discrete Level 2 Cache 
D.On-Package Level 2 Cache 

12.What is the term for the latest instruction code developed for the Intel Itanium chip? 
A.RISC 
B.CISC 
C.EPIC 
D.MMX 

13.The following term refers to a process that allows the CPU to receive a single instruction and then execute it on multiple pieces of data rather than receiving the same instruction each time a piece of data is received. 
A.Multimedia Extensions (MMX) 
B.Complex Instruction Set Computing(CISC) 
C.Single Instruction, Multiple Data(SIMD) 
D.Reduced Instruction set Computing(RISC) 

14.The following processor is a low end Pentium processor that targets the low end PC and multimedia market: 
A.Pentium IV 
B.Pentium M 
C.Xeon 
D.Celeron 

14.What Intel processor platform is targeted at the Server market? 
A.Pentium D 
B.Xeon 
C.Celeron 
D.Pentium 2 

15.The fast end of the hub interface which contains the graphics and memory controller connects to the system bus and is called the hub's ... 
A.South Bridge 
B.West Bridge 
C.North Bridge 
D.Top Bridge 

16.Some processors use the following type of cache containing a list of operations that have been decoded and are ready to be executed: 
A.ATC 
B.ETC 
C.DMA 
D.IRQ 

17.The CPU socket with a lever at the side for reducing the force applied on a processor while it is being inserted is termed ... 
A.LIF 
B.LGA 
C.PGA 
ZIF 

18.The socket associated with the Pentium 4 chip is (select all that apply) 
A.LGA775 
B.Socket 478 
C.Socket 462 
D.Socket 423 
E.Socket 939 

19.A ZIF type socket typically requires 
A.more pressure 
B.less pressure 
C.0 pressure 
D.This can only be determined by the type of chip inserted. 

20.The acronym SECC represents: 
A.System Energy Control cartridge 
B.Secret Encryption Code Cartridge 
C.Single Edge Contact Cartridge 
D.Solid Edge Connector Cartridge 

21.Which technology was developed for Multimedia applications? 
A.RISC 
B.CISC 
C.MMX 
D.SWIM 

22.Which of the manufacturers typically use socket A and slot A? 
A.Intel 
B.AMD 
C.Cyrix 
D.VIA 

23.What socket houses the Pentium Pro? 
A.Socket A 
B.Socket 462 
C.Socket 8 
D.Socket 7 

24.Which of the following are true concerning L1 cache? select all that apply. 
A.It is generally incorporated into the CPU. 
B.It generally transfers data faster than external cache. 
C.It is usually much larger in storage size than motherboard RAM. 
D.It is a form of temporary memory storage. 

